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1. J8E Scope

AT it RS A3 P T WL BRI B A0 A7 BR 2 7] A2 7 1) 3969 R AR
This Specification covers the 3969 series connector made by ZHEJIANG ZUCH TECHNOLOGY CO., LTD.

2. FEEHR Product Description

- o » i e
L LEZY i AR5 45t PELIR S % . , KA R
. . Applicable Wire L
Product name Part No. Material Flame Rating Size Finish
" BT
BRK . TP3969J-3(*) C5191 / AWG 18-22 . " %.
Socket Terminal Tin-plating
ZyFLJE Housing | HP3969J-NY PAG6 UL94V-0 / /
£t i Wafer HW3969J-NA PAG6 UL94V-0 / /

3. HX#RHE Related Standards

TE: ARUSFEONRSIP i, SRS EEOR S AR R PRI, DO B AR B EEROGHE, A%

SHESFHIMENFE RIS, DR 5 I EZR v HE .

Note: This specification is for one full series normal version. If this specification has any conflicting items with products

drawings, should take product drawings as right one. If any parameter is this specification conflict with reference

standard, should take the parameter in this specification as right one.

. Reference standard.

GB/T 2421

B i A G 26— & B

Testing Method for Environmental of Electrical Connectors Class 1: General Principles

GB/T 2423

Testing Method for Environmental of Electrical Connectors

B T ¥/~ IRt e S0

GBI/T 2424

Testing Method for Environmental of Electrical Connectors

LT L F e AR R O 2 77 3%

GB/T 5095

BT ¥~ RNl 71k

Testing procedure/Method for components of electric equipments

4. SBEEHE

Parameter Ratings
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WE BT

250V AC/DC Max
Rated Voltage

7A  AC/DC Max (ff il AWG18 ZEHT)

WUE IR

AWG18# AWG20# AWG22#
Rated Current

7A 4A 2.5A

RV -40°C~105°C( & il Hil B2 b THE)
Operation temperature range Including temperature rise
i 22 22-18 AWG (0.75mm? ~0.3mm? )
Applicable wires 2 [ 4hE 03.0MAX.

i P 4R R R
Applicable PCB thickness

5. F=mMEBE Performance Specification

77 it S A LS BRI PR S e SR, IR T7 ik S I Wb i 5.1, 5.2, 5.3,

FT A I AE =R AT BR AR 5 A U .

The product shall be designed to meet the electrical, mechanical and environmental performance requirements
specified in 5.1,5.2 and 5.3.

All tests shall be performed in the room temperature, unless otherwise specified.
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5.1 HS%M: Electrical Requirements

FFs W H W05 1 B %A B #E
COD Test project Test methods and conditions Standard

a. BRMERITCHIEIEIR . MG TR
ARt S A AR T o

Plastic parts shall not be no obvious

Hll Checking by eye scar, dent, crack, discoloration,
sh3 i 77 Eyesight: >1.0 deformation and other bad effects on
5.1.1 Appearance F&HH Lamp:  (200-300) 1x use and test
H#E B Space: 0.3-0.5m b. <&@ ME. o] R L
GB/T 5095.2 Method 1a AT S B A 2 I VK A
Metal parts should no rust and
oxidation, no obvious mechanical
damage and plating off.
ABEFNECE, @ 10mA HLE, 20mV BL | 10mQ Max.(F)461H)
pepeppy | FHES TR . 10mQ Max. (Initial value)
5.1.2 contact Mate connectors: apply a Maximum voltage of
resistance 20 mV at rated current of 100mA. 20mQ Max (5256 )7)

GB/T 5095.2 Method 2a / EIA-364-23B 20mQ Max (After experiment)

FH AR 22 fish 1 2 1) Bl b 2 2 [B) Tt 4n R HL
1500V AC(WItEA%MH), IsHIR 1mA [FHLE
i HhL YEFH, A 1min,

5.1.3 Withstand The voltage of 1500V AC (initial RMS) and
voltage leakage current of 1mA are applied between
adjacent contacts or ground wires for 1 minute.
GB/T 5095.2 Method 4a / EIA-364-20B

S o o AR 5

no breakdown and flashover

FE A 418 B 2 fis A2 3K TR) e s 26 22 A i i 1500V X
f*ﬁzﬂﬁﬁ%ﬁf{: ‘Hdz_ & 2 1] it Jy 1000M Min (¥J44(8)
DC M, HFZERFTE] 1min. 1000MQ Min (initial value)
1n (mnital value
514 Ié@é%lE?BH 500V DC shall be applied a voltage of between
o rg::jstzrl]gg adjacent contacts of a mated specimen to
measure insulation resistance for one minute.

GB/T 5095.2 Method 3a / EIA-364-21C

500 MQ Min (5:58)5)
500 MQ Min (After experiment)
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515

BRGNS N KA, I T
5 REGERL KT THE .
Put the product in series in the rated voltage and
current circuit, and measure the temperature rise

HFF at the connection between the terminal and the
Temperature | wire.
Rise SAMI(AWG)  Hi5E Hifi(Rated current)
18 AWG 7A
20 AWG 4A
22 AWG 2.5A

GB/T 5095.3 Method 5a / EIA-364-70A

A30 °C Max. (A30 K Max)

5.2 Bl Mechanical Requirements

Wi b 3\ SRR 2R, e e T
NI A I R

. . . AT 147N Max
i 5 ¥ 553 N A0 | Insert the terminal and the stretching wire along %ﬁi _jj
4 . . . . spring insert force:14.7N Max
E01 R¥ET] the terminal axially, and measure the insertion
| Contact insertion force | force and retention force between the terminal . )
i : FARFF71:24.5N Min
and retention force and the housing.
spring retention:24.5 N Min
GB/T 5095.8 Method 15d / E1A-364-29B
B o B 1 [ e AR it b, S T B
JRE S A 2 T I A AR, A KT
25mm/min. i A\ 77:10N Max
B 5% 1464 71 | Pin or plug spring is fixed on the dynamometer, | Insertion force: 10N Max
5.2.2 | Insertion and by inserting spring or pin along plug the

withdraw force

connector axis direction, the speed is not more
than 25mm/min.
GB/T 5095.8 Method 16¢ / EIA-364-13B

K F7: 0.6N Min
Pullout force :0.6N Min

523

BRI BT R A /0

Pin resistance force

Wt BaR g, TRl AN T, DT
5 3ok 2 8RR BT I D) o

The header is fixed, from the top of pin thrust
between the pin and the shell, displacement of
the required thrust.

GB/T 5095.8 Method 15a / EIA-364-29B

10N Min.
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] SRR RS (B A pit, (ERhER T 1A
B—uifk H, EHEA KT 254 3mm/min.

504 B0 5E Mated connector (Only for plastic part), apply | 20N Min
" | Lock strength axial pull out force at the speed rate of
25mm/min
VA0 SN A AT 30 RAETR R, e Hoal | AN TE R
. FLFH. Appearance without damage
LA . PP y
5.25 Durabilit The plug and socket 30 times after the plug, the
y contact Resistance Fefu BB : <20mQ
GB/T 5095.5 Method 9a / EIA-364-09C Contact resistance:<20mQ
FE S0 B S b [ 7€ SRR RE LA 2546mm/
panc i pu I R pL AL HES A DY IEl TE FH L2 Pk s
The experimental sample is fixed on the chuck of | Wire Size Tensile Strength
the experimental device, and the tension is
applied along the axis direction of 2516mm/ .
. 18AWG 88.2N Min.
min.
/T5095. hod 16d / EIA-364- .
e GB/T5095.8 Method 16d / E1A-364-08B J0AWG £8.8N Min.
5.2.6 . .
Crimp tensile strength
22AWG 39.2N Min.

— U By

= I

I e

Izh

5.2.7 o
Vibration

HIEES, BRAE -BHRBE L BR
100mA; FFRBALIE F TARIRZES : RBUN (10~
55~10) Hz, #FMEBIEA 1 5058, FRiE
1.52mm. ¥ XYZ =5l 1E 2 J7 [F) % JE 3 2h
Mated connectors subjected to following
vibration conditions, for a period of 2 hours in
each of 3 mutually perpendicular axes, 100 mA
current shall be applied.

Frequency: (10~55~10) HZ/min.
Amplitude: 1.52mm
GB/T 5095.4 Method 6d / EIA-364-28D

B <20mQ
Contact resistance: <20mQ

FL AT . Tusec Max.
Instantaneous break: 1usec Max.
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5.3 &R Environmental Requirements

Ui ¥~ o~ B i 42 J BT S0 B BEAT AR IR I
R, 1% TP ERI R
a) fE(-105+3/-0)°C ¥ i 2% T % & 30min;
b) fE+25CH k&M FCE A Smax, b et
c) TE(-40+0/-3)°C [IE IR 214 Nk E 30min; Appearance: No Damage
d) FE+25°CHIR AT T EA L 5max,
M a)E] d)ly MBS, 34T 5 MR, | B, 20mo Max
& 1-2h. . . Contact Resistance: 20mQ Max
o The male and female terminals of the terminal are
53.1 Heat Shock inserted into the experimental device to be tested in
circulation, “#ZHfH: 500MQMin
Temperature T Duration (Minutes) Insulation resistance: 500Q Min
a 105+3/-0 30
b +25 5Max. .
c -40+0/-3 30 Mif FEL 932 5.1.3
d +25 5Max. Withstand voltage: meet 5.1.3
Step a to d is one cycle, 25 cycles shall be tested.
Recovery time 1~2 hours.
GB/T 5095.6 method 11d / EIA-364-32C
W R GRS T A Sk S PR AE IR B2 105+5°C
F R R RS B 96 /N, SRR
jmm/TREP 594 ) T_ Je I . Al
Uit % A B B . The plug and socket in the embedded _
I ) . ] Appearance: No Damage
532 rey et Mk state are continuously placed in the high
Heat Resistance temperature environment with a temperature of S5 440 L B 20mO Max
105+5 DEG C for about 240 hours, and then the .
. . Contact resistance: 20mQ Max.
contact resistance is measured.
GB/T 5095.6 Method 11i / EIA-364-17B
MWL CHIRARTE . JFREERHE
W BE T TBGIER B2 O -40°CRMIRIR AE A7 96 /NN J5 | A Sl ER) R B
R HAK I B % i Appearance: No obvious
£33 (SRR The sample is placed in a low temperature box | deformation, cracking and other
o Cold Resistance with a temperature of -30 DEG C for 24 hours, and | defects affecting the use
then it is returned to the room temperature.
GB/T 5095.6 Method 11j B fH: 20mQ Max
Contact resistance: 20mQ Max.
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534

i 9 1
Humidity

Uiy ¥~ A BR A 4 fE BT S 3 B P AT A
& : 60+2°C

HIXHEE: 90-95%

FREEIS[E]: 96 /MK

The male and female terminals shall be placed in
the experimental device to be tested.

Temperature: 40°C

Humidity: 90-95%

Duration: 96 hours

GB/T 5095.6 Method 11c /EIA-364-31B

HML: oAt
Appearance: No Damage

Pefub e FH: 20mQ Max
Contact Resistance: 20mSQ Max

“i2 i fH: 500MQMin
Insulation resistance: 500Q2 Min

i B . 3 A2 5.1.3
Withstand voltage: meet 5.1.3

5.3.5

FhK I 5
Salt spray

vy~ A BRu Al 4 fE BT S0 A B AT
KR : 5%

g 35+2°C

FREEIFE]: 24 /N

The male and female terminals shall be placed into
the experimental device to be tested.

Salt concentration:5%

Temperature: 3522°C

Duration: 48 hours
GB/T 5095.6 Method 11f /EIA-364-26B

HE: TR R 4 JE 1) EAS vl
Appearance:  No erosion with
material exposed is acceptable)

PEfb e PH: 20mQ Max
Contact Resistance: 20mQ Max

5.3.6

AR
Solderability test

TR i 7 EE R AR NG b
MRE (245+5) C; W[ 2~3s, B H)S,
o AT A AR R 15 L

Dip the welding part of the test sample into the tin
solder furnace at a temperature of (260 &
5) °‘C.Time 2~3s, take out and cool, check the
solder dip condition of connector welding end.
GB/T 5095.6 Method 12a / EIA-364-52

B, EBE 85%L F
Tin layer should be smooth and
uniform, tin coverage =85%

5.3.7

i R e
Resistance to
soldering heat

BRI i 75 B R IE AR N IE B b B b
I (260+£5) C; WflE (101D s J&, =i
KRR 1h.

Dip solder tails into the molten solder(held at
(26045) °C for (10H+1) sec., Recovery time 1
hours

GB/T 5095.6 Method 12d / EIA-364-56A
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6. K4 Test Sequences
FEs | MEATIE  Test item A B C D E
511 | #/MWEEIN  Appearance 1,3 1,4 1,7 1,7 1,11
51.2 | fEfbEFH  contact resistance 3,5 2,9,7,9
513 | fifHLE  Withstand voltage 2,6
k14 é@é_%EEBE insulation 3.5
resistance
515 | {&F+ temperature rise 2
- 5 85 N SRR FE )
5.2.1 | Contact insertion force and 2
retention force
500 Et o5 E 1 R 7 3
o Insertion and withdraw force
593 WU o (R AR 6
o Durability
524 | ¥k3h Vibration
Eof JEFE Pk amE Crimping 9
P pull out force
531 | #uii; Thermal shock 4
532 | Al Heat Resistance 4
533 | {E#EIMR Lold Resistance 6
534 | Myt Humidity 4
535 | #/KW§5% Salt spray 8

EEHI: 1 () WKATEAT 5 KAk
2. SEHG P RE Rl 2 T 4 o0 B PR E 2 B3R o L g i T 2 N 5 A+ 0 I s RN O EL T Y
i3 ELAR DA A7 il o BE A LIBORE




