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1、范围   scope 

      本规格书规定本公司压线扣系列产品。 

     This specification covers the Crimping Fastener products. 

2、产品描述 Product Description 

产品名称 

Product name 

规格型号 

Part No. 

材质 

Material 

表面处理 

Finish 

 

 

 

 

 

压线扣 

Splice Terminal 

 

TS00011G-*  

 

 

 

 

 

 

 

 

 

 

黄铜（Brass） 

TS000XXX-* 

 

 

0—裸铜  BareCopper 

2—哑光  BareCopper 

3—亮锡（先冲后镀） Mattetin  

BrightTin(platingafterstamp

ing) 

8—亮锡(先镀后

冲)BrightTin(platingbefores

tamping) 

TS00011A-* 

TS00012G-* 

TS00014G-* 

TS00015G-* 

TS00016G-* 

TS00018G-* 

TS00019G-* 

TS00020G-* 

TS00021G-* 

TS00030G-* 

TS00031G-* 

TS00032G-* 

TS00033G-* 

TS00034G-* 

TS00036G-* 

TS00037G-* 

TS00048G-* 

TS00051K-* 

TS00052K-* 

TS00053K-* 

TS00061G-* 

TS00062G-* 

TS00063G-* 

TS00672A-* 

TS00673A-* 

TS00674K-* 不锈钢 

stainlesssteel 

TS00673C-* 

 

不锈铁

Stainlessiron 

TS00041G-* 

TS00042G-* 
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TS00042K-* 

TS00042M-* 

TS00043G-*(2.8) 

TS00043G-*(3.8) 

TS00044G-*(4.0) 

TS00044G-*(4.5) 

TS00045K-* 
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3、相关标准  Related Standards                                

注：本规格书为系列产品通用，当规格书参数要求与产品图纸发生冲突时，以产品图纸中的要求为准，当规格书

参数与参考标准内容冲突时，以本规格书中的要求为准。 

Note: This specification is for one full series normal version. If this specification have any 

conflicting items with products drawings, should take product drawings as right one. If any parameter 

is this specification conflict with reference standard, should take the parameter in this specification 

as right one. 

 

 

 

 

4、参数范围  Parameter Ratings 

额定电压 

Rated Voltage 
250V AC/DC 

额定电流 

Rated Current 

适用电线 

Wire Size 

电流 AC 

Current AC 

22AWG 2.5A 

20AWG 4A 

18AWG 7A 

16AWG 10A 

14AWG 15A 

12AWG 18A 

10AWG 20A 

温度范围 

Operation temperature range 
-40℃～105℃ 
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5、产品性能  Performance Specification 

产品应满足电气,机械和环境性能要求，测试方法及判断标准如 5.1、5.2 

所有测试在室温进行,除非另有说明. 

The product shall be designed to meet the electrical, mechanical and environmental performance 

requirements specified in 5.1,5.2  

All tests shall be performed in the room temperature, unless otherwise specified. 

5.1 电气特性 Electrical Requirements 

序号 

COD 

项  目 

Test project 

测试方法及条件 

Test methods and conditions 

标 准 规 格 

standard 

5.1.1 
外观 

appearance 

目测 

Checking by eye 

视力：1.0 以上 

Eyesight:＞1.0 

照明：（200-300）1x 

Lamp:（200-300）1x 

目测距离：0.3-0.5m 

Space：0.3-0.5m 

符合产品图面及产品功能要求 

Meets requirements of product 

Drawing 

 

5.2 环境特性 Environmental Requirements 

5.2.1 
     耐湿性 

Humidity 

端子公母端插接后置于实验装置中进行测试 

温度：40℃ 

湿度：90-95% 

持续时间：96小时 

外观无腐蚀、生锈、发黑、镀层

脱落等现象. 

 

The male and female terminals are inserted 

into the experimental device to be tested 

Temperature：40℃ 

Humidity：90-95% 

Duration：96 hour 

The appearance of no 

corrosion, rust, black, 

coating off and so on 

5.2.2 
     盐水喷雾 

    Salt spray 

端子公母端插接后置于实验装置中进行测试 

盐水浓度：5% 

温度：35+1/-2℃ 

持续时间：48小时 

注：先冲后镀端子盐雾持续时间为 8小时 

外观无腐蚀、生锈、发黑、镀层

脱落等现象. 

 

The male and female terminals are inserted 

into the experimental device to be tested  

Salt concentration:5% 

Temperature：40℃ 

Duration：48 hour（Bright Tin，plating before 

stamping，Duration：8hour） 

The appearance of no 

corrosion, rust, black, 

coating off and so on 
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