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1、范围   scope 

     本产品规格书适用于浙江珠城科技股份有限公司生产的 3968 系列连接器 

     This Specification covers the 3968 series connector made by ZHEJIANG ZUCH TECHNOLOGY CO., LTD. 

2、产品描述 Product Description 

3、相关标准  Related Standards                                

注：本规格书为系列产品通用，当规格书参数要求与产品图纸发生冲突时，以产品图纸中的要求为准，当规格书

参数与参考标准内容冲突时，以本规格书中的要求为准。 

Note: This specification is for one full series normal version. If this specification have any 

conflicting items with products drawings, should take product drawings as right one. If any parameter 

is this specification conflict with reference standard, should take the parameter in this specification 

as right one. 

参考文件：Reference standard. 

 GB /T 2421.1- 2008 电工电子产品环境试验 概述和指南 

GB 2421.1- 2008 electrical and electronic products environmental testing overview and guidance 

GB/T 4207-2003   固体绝缘材料在潮湿条件下相比电痕化指数和耐电痕化指数的测定方法 

Standard Test Method for determination of GB/T 4207-2003 solid insulating materials in comparison to the 

electrical index and resistance index 

GB/T 5095.1-1997 电子设备用机电元件 基本试验规程及测量方法 第 1 部分: 总则 

产品名称 

Product name 

规格型号 

Part No. 

材质 

Material 

阻燃等级  压接范围 

Applicable Wire Size 

表面处理 

Finish 

公端子 3968 针 

TR3968A-130* 

黄铜 H65 

Brass H65 

 见 4.参数范围 亮锡

Bright 

Tin-plate

d 

母端子 3968 簧 

TP3968A-130* 

磷铜 C5191 

Copper C5191 

 见 4.参数范围 亮锡 

Bright 

Tin-plate

d 

公塑壳 3968_NP 
HP3968A-nY PA66 灼热丝 750°C 

 

94V-0   

母塑壳 3968_NR 

HR3968A -nY(YN) 

HR3968B -nY(YN) 

HR3968F-nY 

PA66 灼热丝 750°C 

 

94V-0   

锁片 3968_NS 
HC3968A -nS 

HC3968B -nS 

PA66 灼热丝 750°C 

 

94V-0   

202
6-1

0-1
8 0

1:5
7:3

4

202
6-1

0-1
8 0

1:5
7:3

4

202
6-1

0-1
8 0

1:5
7:3

4

202
6-1

0-1
8 0

1:5
7:3

4

202
6-1

0-1
8 0

1:5
7:3

4

202
6-1

0-1
8 0

1:5
7:3

4

202
6-1

0-1
8 0

1:5
7:3

4

202
6-1

0-1
8 0

1:5
7:3

4

202
6-1

0-1
8 0

1:5
7:3

4

202
6-1

0-1
8 0

1:5
7:3

4

202
6-1

0-1
8 0

1:5
7:3

4

202
6-1

0-1
8 0

1:5
7:3

4



            浙江珠城科技股份有限公司 
                     ZHEJIANG ZUCH TECHNOLOGY CO., LTD 

产品系列 

Product Series 

3968 系列 

文件名称 

Document name 

产品规格书 
Product specification 

页码 page 

3-8 

 

GB/T 5095.1-1997 electromechanical components for electronic equipment - Basic testing procedures and 

measuring methods - part first: General principles 

GB/T 5095.2-1997 电子设备用机电元件 基本试验规程及测量方法 第 2 部分: 一般检查、电连续性和接触

电阻测试、绝缘试验和电压应力试验 

GB/T 5095.2-1997 electronic equipment -- Basic test procedures and measuring methods for electrical and 

mechanical components -- Part second: general inspection, electrical continuity and 

contact resistance test, insulation test and voltage stress test 

GB/T 5095.6-1997 电子设备用机电元件 基本试验规程及测量方法 第 6 部分: 气候试验和锡焊试验 

B/T 5095.6-1997 electromechanical components for electronic equipment - Basic testing procedures and 

measuring methods - Part sixth: Climatic tests and soldering test 

GB/T 5095.8-1997 电子设备用机电元件 基本试验规程及测量方法 第 8 部分: 连接器、接触件及引出端的

机械试 

Basic test procedures and measuring methods of electromechanical components for GB/T 5095.8-1997 electronic 

equipment Part eighth: mechanical test of connectors, contacts and leads 

4、参数范围  Parameter Ratings 

额定电压 

Rated Voltage 

250V AC/DC 

额定电流 

Rated Current 

16# AWG     10A AC/DC 

18# AWG     7A AC/DC 

20# AWG     5A AC/DC 

22# AWG     3A AC/DC 

24# AWG     1A AC/DC  

26# AWG     1A AC/DC  

温度范围 

Operation temperature range 

②-40°C～105°C(含通电温 

升值△T) 

适用线型 

Applicable wires 
26-16#AWG 

 

5、产品性能  Performance Specification 

产品应满足电气,机械和环境性能要求，测试方法及判断标准如 5.1.、5.2、5.3、 

所有测试在室温进行,除非另有说明. 

The product shall be designed to meet the electrical, mechanical and environmental performance 

requirements specified in 5.1,5.2 and 5.3. 

All tests shall be performed in the room temperature, unless otherwise specified. 
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5.1 电气特性 Electrical Requirements 

序号 

COD 

项  目 

Test project 

测试方法及条件 

Test methods and conditions 

标 准 规 格 

standard 

5.1.1 
外观 

Appearance 

目测 

Checking by eye 

视力：1.0 以上 

Eyesight:＞1.0 

照明：（200-300）1x 

Lamp:（200-300）1x 

目测距离：0.3-0.5m 

Space：0.3-0.5m 

1. 塑料件无条纹、表面光洁、无黑条、

无烧焦、无光泽不良、无色差、无

气泡、无毛刺飞边等 

 plastic parts without stripes, 

smooth surface, no black, no 

scorch, Matt bad, no color, no 

bubbles, no burr, etc 

2. 金属表面无锈蚀氧化、无明显的机

械损伤及电镀层脱落等。 Metal 

surface without rust oxidation, 

no obvious mechanical damage and 

plating layer off 

5.1.2 

接触电阻 

contact 

resistance 

端子公母对插后，通过 20mV 电压，10mA 的电

流，测试公母端接触电阻 

10mΩ Max.(初始值) 

20 mΩ Max(实验后) 

Mate connectors：apply a maximum voltage 

of 20 mV at rated current of 10 mA 

10mΩ Max.(initial value) 

20 mΩ Max(After experiment) 

5.1.3 

耐电压 

Withstand 

voltage 

相邻接触件之间或地线之间施加 1500V AC(有

效值)漏电流 1mA 的电压作用，时间 1min 

The voltage applied to the 1500V 

(effective value) leakage current 1mA 

between adjacent contacts or ground wires 

is AC, the time is 1min 

外观：无击穿和飞弧现像 

Appearance: no breakdown and 

flashover 

5.1.4 

绝缘电阻 

insulation 

resistance 

在相邻接触件这间或地线之间用 500V DC 电压

测试  

500V DC voltage test between adjacent 

contacts, or ground wires 

1000MΩ Min (初始值) 

500 MΩ Min (实验后) 

1000MΩ Min (initial value) 

500 MΩ Min (After experiment) 

 

5.1.5 

温升 

Temperature 

Rise 

将产品串联在额定电压、电流的电路中，测量

端子与导线连接处的温升值. 
ΔT:30℃ Max. 

Measure temperature rising at wire crimped 

by applied current to all positions. 
ΔT:30℃ Max. 

202
6-1

0-1
8 0

1:5
7:3

4

202
6-1

0-1
8 0

1:5
7:3

4

202
6-1

0-1
8 0

1:5
7:3

4

202
6-1

0-1
8 0

1:5
7:3

4

202
6-1

0-1
8 0

1:5
7:3

4

202
6-1

0-1
8 0

1:5
7:3

4

202
6-1

0-1
8 0

1:5
7:3

4

202
6-1

0-1
8 0

1:5
7:3

4

202
6-1

0-1
8 0

1:5
7:3

4

202
6-1

0-1
8 0

1:5
7:3

4

202
6-1

0-1
8 0

1:5
7:3

4

202
6-1

0-1
8 0

1:5
7:3

4



            浙江珠城科技股份有限公司 
                     ZHEJIANG ZUCH TECHNOLOGY CO., LTD 

产品系列 

Product Series 

3968 系列 

文件名称 

Document name 

产品规格书 
Product specification 

页码 page 

5-8 

 

 

 

5.2 机械特性 Mechnical Requirements 

5.2.1 

端子与塑壳插入力和

保持力 

Contact insertion 

force 

and retention force 

将正确压接后的连接器固定于壳体内，沿连接 

器方向以 25mm/分钟速度拉伸线体，测定连接 

器从壳体脱出时的拉力。 

The connector is connected with the  

Connect or after being pressed properly 

The direction of the device is drawn  

at 25mm/ minutes, and the connection is 

measured Pull out of the housing. 

插入力:7N Max 

Insertion force:7N Max 

 

保持力:35N Min 

Retention force:35N Min 

 

带锁保持力:50N Min 

Retention force with locking: 

50N Min 

5.2.2 

 

成品插拔力(去锁) 

Insertion and 

withdraw force 

(remove the lock) 

插头和插座沿轴线方向插入和拔出；速度不大

于25mm/min. 

The plug and socket shall be mated and unmated 

on mating axis at a rate less than 25 mm/min. 

GB/T 5095.7 Method 13b / EIA-364-13B 

插入力：10N*n MAX  

拔出力：1N*n MIN 

Insertion force: 10N*n MAX 

Pullout force :1N*n MIN 

 

5.2.3 
锁扣强度 

Lock strength 

固定连接器（仅塑件）和测力计，在轴线方向

将一端拔出，速度不大于 25±3mm/min. 

Mated connector (Only for plastic part), apply 

axial pull out force at the speed rate of 

25mm/min 

2～4PIN：35N Min 

6、8、9、10、12PIN：45N Min 

5.2.4 
机械寿命 

Mechanical life 

将插头和插座进行 30 次插拔后，测定其接触 

电阻, 

The plug and socket 30 times after the 

plug, the contact 

Resistance, 

外观无损伤 

接触电阻≤20 mΩ 

Appearance without damage 

contact resistance≤20 mΩ 
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5.2.5 
       振动  

    Vibration 

振幅：1.5mm 

振频率：10-55-10 Hz/1 分钟 

持续时间：X-Y-Z 各 2 小时 

接触电阻：≤20 mΩ 

contact resistance：≤20 mΩ 

振动过程中，电路瞬断时间 

不超过 1μsec. 

In the course of vibration,  

the instantaneous break time 

No more than 1 sec. 

Amplitude:1.5mm peak to peak 

Sweep:10-55-10 Hz in one minute 

Duration:2 hours in each X-Y-Z axis 

Contact Resistance：≤20mΩ 

No electrical discontinuity 

greater than 1μsec. 

5.2.6 

   压着抗张强度 

  Crimp Tensile  

     Strength 

在实验装置夹头上固定实验样品，以 25±6mm/

分钟的速度沿连接的轴线方向施加拉力 

适用电线 

Wire Size 

抗张强度 

Tensile Strength 

16AWG 100N Min. 

18AWG 80N Min. 

The experimental sample is fixed on the 

chuck of the experimental device, and the 

tension is applied along the axis 

direction of 25 + 6mm/ minutes 

20AWG 50N Min. 

22AWG 40N Min. 

24AWG 30N Min. 

26AWG 20N Min. 

5.3 环境特性 Environmental Requirements 

5.3.1 
      热冲击 

    Heat Shock 

端子公母端插接后置于实验装置中进行循环测

试，共进行 5次循环，单次循环条件如下： 

外观：无损伤 

Appearance: No Damage 

 

接触电阻：20mΩ Max 

Contact Resistance：20mΩ Max 

 

绝缘电阻：500MΩMin 

Insulation resistance: 500Ω Min 

 

耐电压：满足 5.1.3 

Withstand voltage: meet 5.1.3 

The male and female terminals of the 

terminal are inserted into the experimental 

device to be tested in circulation, and 5 

cycles are carried out 

单次循环参数 

Single cycle parameter 

温度  

Temperature 

时间  

Time 

+105+3/-0℃ 
30 分钟 

30 minute 

室温 

room temperature 

5 分钟 

5 minute 

-40+0/-3℃ 
30 分钟 

30 minute 

室温 

room temperature 

5 分钟 

5 minute 

5.3.2 
高温测试 

Heat Resistance 

将嵌合状态下的插头与插座在温度为 105±2℃

的高温环境中连续放置 96 小时，然后测量其两

外观不能有氧化和变形 

接触电阻20mΩMAX 

Appearance can not be oxidized and 

deformed 

Contact resistance 20m Omega MAX 
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端接触电阻。 

The plug and socket in the embedded state are 

continuously placed in the high temperature 

environment with a temperature of 105 + / - 2 ℃ 

for about 96 hours, and then the contact resistance 

is measured 

 

5.3.

3 

低温测试 

Lold  Resistance 

将样品放进温度为-40℃的低温箱存放 96 小时

后待其恢复到室温进行对胶壳检验。 

The sample is placed in a low temperature box 

with a temperature of -40 ℃ for 96 hours, and 

then it is returned to the room temperature to 

inspect the shell 

外观：无损伤 

Appearance: No Damage 

 

接触电阻：20mΩ Max 

Contact Resistance：20mΩ Max 

 

绝缘电阻：500MΩMin 

Insulation resistance: 500Ω Min 

 

耐电压：满足 5.1.3 

Withstand voltage: meet 5.1.3 

5.3.4 
       耐湿性 

Humidity 

端子公母端插接后置于实验装置中进行测试 

温度：40℃ 

湿度：90-95% 

持续时间：96小时 

外观：无损伤 

Appearance: No Damage 

 

接触电阻：20mΩ Max 

Contact Resistance：20mΩ Max 

 

绝缘电阻：500MΩMin 

Insulation resistance: 500Ω Min 

 

耐电压：满足 5.1.3 

Withstand voltage: meet 5.1.3 

The male and female terminals are inserted 

into the experimental device to be tested 

Temperature：40℃ 

Humidity：90-95% 

Duration：96 小时 

5.3.5 
     盐水喷雾 

    Salt spray 

端子公母端插接后置于实验装置中进行测试 

盐水浓度：5% 

温度：35+1/-2℃ 

持续时间：48小时 

外观：无露出底金属的严重锈蚀 

Appearance：No erosion with 

material exposed is acceptable) 

 

接触电阻：20mΩ Max 

Contact Resistance：20mΩ Max 

The male and female terminals are inserted 

into the experimental device to be tested  

Salt concentration:5% 

Temperature：35℃ 

Duration：48 小时 
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5、测试分组 Test Sequences 

 

测试项目 

Test item 
A B C D E F G 

外观 

Appearance 
1 1 1 1 1 1 1 

接触电阻 

contact resistance 
 2  2   2 

耐电压 

Withstand voltage 
   3    

绝缘电阻 

insulation resistance 
   4    

温升 

temperature rise 
     2  

端子与塑壳插入力和保

持力 

Contact insertion 

force 

and retention force 

  2     

成品插拔力(去锁) 

Insertion and withdraw 

force (remove the lock) 

 3      

锁扣强度 

Lock strength 
    3   

机械寿命（插拔耐久性） 

Durability 
 4      

振动 

Vibration 
 5      

压着抗张强度 

Crimping pull out 

force 

2       

热冲击 

Thermal shock 
   5    

高温测试 

Heat Resistance 
   6    

低温测试 

Lold  Resistance 
    2   

耐湿性 

Humidity 
   7    

盐水喷雾 

Salt spray 
      3 
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