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1. J8E Scope
A7 it U & F T LB B A A PR 2 J A [ VH R IERE &
This Specification covers the VH series connector made by ZHEJIANG ZUCH TECHNOLOGY CO., LTD.
2. FEEHR Product Description

N A Jaez7aeNse|
A MU HR s | A i R
Product name Part No. Material - PP ) Finish
Size
Ui f- Tl 7 4 HEY)
TP3960J-3(* / -
Socket Terminal ) Phosphor Bronze AWG 16#-22# Tin-plating
HP3960J-nY PAG6 UL94V-0 / /
LB
HP3960M-6Y PAG6 UL94V-0
A LR HP3965J-nY PAG6 UL94V-0
7 40 YA HC3965J-nS PAG6 UL94V-0 / /
JoBi 0 B HC3960J-nS PA66 UL94V-0 /
AR HW3960J-nA PAG6 UL94V-0 / /

W RAE R B AT R HW3960J-D-nA PAG6 UL94V-0 / /
EISRVE SR R HW3960J-nQA PA66 UL94V-0 / /
AR EHEE | HW3960M-nQA PA66 UL94V-0 / /

S WEKA NN HW3960M-nA PAG6 UL94V-0 / /

% ﬁm \%* % %
Rl TR3960J-3(*) S / AWG 16#-22# il
Pin Terminal Brass Tin-plating

B HR3960J-nY PAG6 UL94V-0 / /
R k8t A HC3960J-R-nS PAG6 UL94V-0 / /

3. WA Related Standards

TE: ARUSHONRSIP MBS B EEOR S R AR R, DO i B AR B EEROGHE, A%

ZHESFHIRMENFE RIS, DR 5 i 2R vk

Note: This specification is for one full series normal version. If this specification has any conflicting items with products

drawings, should take product drawings as right one. If any parameter is this specification conflict with reference

standard, should take the parameter in this specification as right one.

S AE: Reference standard.

GB/T 2421

GBI/T 2423

HLH T RIS 55— S0

Testing Method for Environmental of Electrical Connectors Class 1: General Principles
BT ¥~ RN 71k

Testing Method for Environmental of Electrical Connectors
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GBIT 2424 BT~ miRIRE S
Testing Method for Environmental of Electrical Connectors
GB/T 5095 LTk LR T R AR I AU SO & 77 7R

Testing procedure/Method for components of electric equipments

4. S¥GEE  Parameter Ratings

WUE HLE

250V AC/DC Max (7F:7% 1PIN [} 4 52 F & 500V AC/DC)
Rated Voltage

10A AC/DC Max (ff1H{ AWG16 Zki)
A FLIAL (2R AR D)
Rated Current AWG22# AWG20# AWG18# AWG16#

3A 5A 7A 10A
85A AC/DC Max (ff H] AWG16 Z:f)
AWG224# AWG20# AWG18# AWG16#

I HEAL (LR X 2R )
Rated Current

3A 5A 6A 8.5A
T8 E -25°C~105°C (& il FL i ¥ LT HH)
Operation temperature range Including temperature rise
&R 16#-22# AWG (1.25mm?~0.3mm? )
Applicable wires 2R [ 4% 01.7-03.0
T FH 2R 6 AR S BE L6MM

Applicable PCB thickness

5. F=EwMEAE  Performance Specification
77 il LG FLS WU RN PR B PR RE R, IR v S M bR 4 5.1, 5.20 5.3,
FTA A =R 24T B AR 53 A W .
The product shall be designed to meet the electrical, mechanical and environmental performance requirements

specified in 5.1,5.2 and 5.3.

All tests shall be performed in the room temperature, unless otherwise specified.
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5.1 HS%M: Electrical Requirements

FFs W H WMt J5 5 B %A B #E A
COD Test project Test methods and conditions Standard

a. BERMERITCH BIEIR . MIRE . R
BSOS AT TR
Plastic parts shall not be no obvious

Hill Checking by eye scar, dent, crack, discoloration,
sh3 i 77 Eyesight: >1.0 deformation and other bad effects on
5.1.1 Appearance F&HH Lamp:  (200-300) 1x use and test
H#E B Space: 0.3-0.5m b. <&@ A JoH] R L
GB/T 5095.2 Method 1a AT S B A 2 I VK A
Metal parts should no rust and
oxidation, no obvious mechanical
damage and plating off.
ABEFAEC S, it 100mA HLE, 20mV L | 10mQ Max.(F)461H)
pepbeppg | FHE, AR R . 10mQ Max. (Initial value)
5.1.2 contact Mate connectors: apply a Maximum voltage of
resistance 20 mV at rated current of 100mA. 20mQ Max (3256 J5)

GB/T 5095.2 Method 2a / EIA-364-23B 20m€ Max (After experiment)

FH AR 422 fish 1 2 1] Bl by 2 2 [B) Tt 4n R HL R
1500V AC(WItEA%MH), JsHI 1mA [FHLE
i HhL YEFH, A 1min,

5.1.3 Withstand | The voltage of 1500V AC (initial RMS) and
voltage leakage current of 1mA are applied between
adjacent contacts or ground wires for 1 minute.
GB/T 5095.2 Method 4a / EIA-364-20B

S o o AR 5

no breakdown and flashover

(FFH A0 1 B2 il 4 3 1] B8 b 28 2 8] Jiti fn- 500V ‘
f*ﬁ?ﬁﬁ’]ﬁiﬁtﬁ‘ nd_z ke 2 18] it 1000M Min (¥J448)
DC M, HFZENFTE] 1min. 1000MQ Min (initial value)
mn (1iaal value
514 Ié@é%lE?BH 500V DC shall be applied a voltage of between
o re?;faiégn adjacent contacts of a mated specimen to
measure insulation resistance for one minute.

GB/T 5095.2 Method 3a / EIA-364-21C

500 MQ Min (5:58)5)
500 MQ Min (After experiment)




ZUCH WITLERIR B 40 BR A H]

ZHEJIANG ZUCH TECHNOLOGY CO., LTD

77 i 25

Product Series

VH &%

SCAFAATR

Document name

P i A% S

Product specification

1% page

5-11

it
Temperature
Rise

515

B, WU BRI, ST
5 SEERAE IR THE .
Put the product in series in the rated voltage and
current circuit, and measure the temperature rise
at the connection between the terminal and the
wire.

A30 °C Max. (A30 K Max)

L (AWG) #i5E Bt (Rated current)
16# AWG 10A(8.5A ZXT£R)
18# AWG 7A (BA ZEXT2R)
20# AWG 5A
22# AWG 3A

GB/T 5095.3 Method 5a / EIA-364-70A

5.2 MLk Mechanical Requirements

Uiy - 5 B FEAE A M
REFT)

Contact insertion force
and retention force

521

AT e eI AN i 1 E v L1 2 S DA e
TN IESE) SR B 7T

Insert the terminal and the stretching wire along
the terminal axially, and measure the insertion
force and retention force between the terminal
and the housing.

GB/T 5095.8 Method 15d / EIA-364-29B

n|
ENARAEN RN

ey

~
Ty

AR
D
SoRRmaY

e

i\ 77:10N Max

insert force:10N Max

155 77:35N Min

retention: 35 N

Min
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522

Bt 5 S 1 PR A
7]

Insertion and
withdraw force

Bt B T B E A Ayt b, R e
Bt 5 U R A AT IR, AR T
25mm/min.

Pin or plug spring is fixed on the dynamometer,
by inserting spring or pin along plug the
connector axis direction, the speed is not more
than 25mm/min.

GB/T 5095.8 Method 16e / EIA-364-13B

IS = .

—

i N\ 77 8N Max
Insertion force: 8N Max

/1 1.5N Min
Pullout force :1.5N Min

523

AR S SVl

Pin resistance force

Ve R 2, E T S N Sy, DS
55k 2 RS B s B4R

The header is fixed, from the top of pin thrust
between the pin and the shell, displacement of
the required thrust.

GB/T 5095.8 Method 15a / EIA-364-29B

—

————— 7 F

j—r_)

TREF A1

Retention force:

35 Min
35 Min

524

BN R
Lock strength

[ 5 BT g GRS A it e
27 PR — S it S AN KT 25+ 3mm/min.
Mated connector (With terminal), apply axial
pull out force at the speed rate of 25mm/min

2 fi7: 30N Min(Z i 1 i i)
3-11 £iz: 40N Min(CE 3t il )
2pin: 30N Min(Final product)
3-11pin:40N Min(Final product)
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7/ﬂCH wfﬂﬂ%ﬁ%’l‘ﬁﬂﬁﬁj\ﬁ Baé\\ ﬂ Pro;(;;zz SeLies
S ZHEJIANG ZUCH TECHNOLOGY CO., LTD VH &%)
ST P AR 1 [ Page
Document name Prodmuon 7-11
WA,
. | LEN w7 Y
FLAL W.F.N Min
(n) Max

ER/8 H IR 30 &
Initial Initial At 30th

2 19.6 4 1.96
) ‘ ) 3 29.4 6 2.95
72 B, KL A TR T AR [ (29, [ g 200
. ¢ " (A 25mm/min.
Wy | Dol REAKTSmmmin 5 441 |98 |49
. The header is fixed the housing with crimped
5.2.5 \(5pition and contacts shall be mated and unmated on matin 6 239 127 080
| Withdraw force _ ' g 17 588 | 157 | 8.82
axis at a rate less than 25 mm/min.
(remove the lock) 8 68.6 18.6 10.78
GB/T 5095.7 Method 13b / EIA-364-13B
9 73.5 21.5 12.74
10 78.4 245 14.7
11 83.3 27.4 16.6

R SRANE R REAT 30 Utk e, ME Haf | AMLTCHE

. FLFH . Appearance without damage
b . PP :
5.2.6 Durabilit The plug and socket 30 times after the plug, the
Y contact Resistance FefiHBH: <20mQ
GB/T 5095.5 Method 9a / EIA-364-09C Contact resistance:<20mQ
PESE6 % B S b E SR, L 2546mm/
3B P Y R (R A 2T Ry iR ) T FH L2 DUk TR
The experimental sample is fixed on the chuck of | Wire Size Tensile Strength
the experimental device, and the tension is
applied along the axis direction of 25+6mm/
: 16AWG 100N Min.
min.
£ 7 EEHKRE GB/T5095.8 Method 16d / EIA-364-08B
" | Crimp tensile strength 18AWG 83N Min.
[ EBHF
BEERRIT
20AWG 63N Min.
% 22AWG 44N Min.
ovric]
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5.2.8 .
Vibration

GEES, BEKAE - BHERBEL BR
100mA; JFBAULIE 7 TARRE: RSN (10~
55~10) Hz, HAMEIAREDN 1 208, HRiE
1.52mm. ¥ XYZ =Hh1E 77 [F & 4&# 2h
Mated connectors subjected to following
vibration conditions, for a period of 2 hours in
each of 3 mutually perpendicular axes, 100 mA
current shall be applied.

Frequency: (10~55~10) HZ/min.
Amplitude: 1.52mm
GB/T 5095.4 Method 6d / EIA-364-28D

Pefb L FH: <20mQ
Contact resistance: <20mQ

HLEEBEWT:  1usec Max.
Instantaneous break: 1usec Max.

50 | MU

Mechanical shock

HIERES, BRI L, RVFHRR
100mA; fErdidie & b, BAIES TIRRE,
FE =S AR 3 B 7 8] 4 — 7 1R 3 22 i =
by, RP3L 18 ¥k, phifhnig &y 1000m/s2

(100gn) , FkrRREERTE] Y 6ms, IR
N IESL
The plug-in connector is connected in series with
the DC power source and allows the current
100mA,; the normal working state is simulated on
the impact test platform, and the three is in the
two Three shocks are applied continuously in
each direction, i.e., 18 times, the impact
acceleration is 1000m/s2 (100gn), and the pulse
duration is constant Time is 6ms, and the
waveform is half sine wave. Test equipment
should be installed in the test, the instantaneous
opening time should not exceed 1 s.
GB/T 5095.4 Method 6c / EIA-364-27B

TR JE T S 1454 R 4%
There should be no damage to normal
operation after the test.

Befub P <20mQ

Contact resistance: 20mQ Max.

HL KT . Tusec Max.
Instantaneous break: 1usec Max.
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5.3 &R Environmental Requirements

Uiy A RESm R 4 IS BT S B AT R R
R, IR RE

a) {E(-105+3/-0)C [f1E R £ F T i & 30min;
b) fE+25°C iR MF T E AL 5max,

c) fE(-40+0/-3)C HMEIR M4 N AL E 30min;

d) TE+25CHIRAM TMEAET 5max,
Mo)®] dyA— MBS, LT 25 MG,
WE 1~2h,

HML: et
Appearance: No Damage

Pefb L FH: 20mQ Max
Contact Resistance: 20mSQ Max

b The male and female terminals of the terminal are
53.1 Heat Shock inserted into the experimental device to be tested in
circulation, #HiZ HifH: 500MQMin
Temperature T Duration (Minutes) Insulation resistance: 500Q Min
a 105+3/-0 30
b +25 5Max. .
c -40+0/-3 30 fif L 32 1500V
d +25 SMax. Withstand voltage: 1500v
Step a to d is one cycle, 25 cycles shall be tested.
Recovery time 1~2 hours.
GB/T 5095.6 method 11d / EIA-364-32C
AR T Ak SRR FE N 105+5°C
() TR TP S 240 /NI, AR 5 2 L A
. RS S s
st f% fih B BH . The plug and socket in the embedded _
e ) . ] Appearance: No Damage
532 fey e state are continuously placed in the high
Heat Resistance | temperature environment with a temperature of S5 43 LB 20mO Max
105+5 DEG C for about 240 hours, and then the .
. . Contact resistance: 20mQ Max.
contact resistance is measured.
GB/T 5095.6 Method 11i / EIA-364-17B
AW B RARTE . JFREERHE
W FE B IR B O -30°C MR IRAE A7 24 /NI J | A S I R SRR
FEHARE 2= R . Appearance: No obvious
£33 (SRR The sample is placed in a low temperature box | deformation, cracking and other

Cold Resistance

with a temperature of -30 DEG C for 24 hours, and
then it is returned to the room temperature.
GB/T 5095.6 Method 11j

defects affecting the use

Befih e fH: 20mQ Max

Contact resistance: 20mQ Max.
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i /AN S 0 = e My ML=l e i WL 58
. 40+2°C

AHXTHESE : 90-95%

FREEMTE]: 96 /MR

HML: oAt
Appearance: No Damage

Pefub L PH: 20mQ Max
Contact Resistance: 20mSQ Max

5.3.4 EpMAES The male and female terminals shall be placed in
o Humidity the experimental device to be tested. .
s .
Temperature: 40°C /@,%EE.BE. SQOMQMm |
Humidity: 90-95% Insulation resistance: 500Q2 Min
Duration: 96 hours
GB/T 5095.6 Method 11c /EIA-364-31B fit e R J A 5.1.3
Withstand voltage: meet 5.1.3
Uiy~ xR i i 4 J T S0 AT DA
HKIE: 5%
. 354200 SN T 55 U2 R ™ 4% o
FRUEI ] 48 /N Appearance: No erosion with
s35 | WAKWE The male and female terminals shall be placed into | Material exposed is acceptable)
Salt spray the experimental device to be tested.
Salt concentration:5% PR 20mQ Max
Temperature: 3542°C Contact Resistance: 20mQ Max
Duration: 48 hours
GB/T 5095.6 Method 11f /EIA-364-26B
TR0 i 7 ER R AR NG B b
IR (260£5) C; WA 2~3s, WIS,
o A A AR i R 0D 15 10 .
B - . ) _ | BRI, R 95%L I
Al IR Dip the welding part of the test sample into the tin | __
5.3.6 . Tin layer should be smooth and
Solderability test solder furnace at a temperature of (260 & ) .
o uniform, tin coverage =95%
5) ‘C.Time 2~3s, take out and cool, check the
solder dip condition of connector welding end.
GB/T 5095.6 Method 12a / EIA-364-52
TR i 7 E R AR NG T B b
IREZ (260£5) C; WA (10+1) s J5, =ik
i A7k KA 1h. L Tkt
5.3.7 Resistance to Dip solder tails into the molten solder(held at %

soldering heat

(26045)
hours
GB/T 5095.6 Method 12d / EIA-364-56A

‘C for (10H1) sec., Recovery time 1

Appearance: No pins fall out
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6. K4 Test Sequences
MARITE Test item A B C D E F G I J K L
1 AU Appearance 17 | 110 | 18| 1 1 1 1 1 1 1 1
2 B PH  Contact resistance 26 | 28 23
3 fit HL . Withstand voltage 37
4 A2 HiFH  Insulation resistance 26
5 iR F+ Temperature rise 39
6 s - 5 FEAEAN T )
Contact insertion force
7 i 1 5 FEARFE 1 3
Retention force of terminal and shell
8 Eim 5 ST 13 /) Insertion and
withdraw force
9 45571 Pin resistance force 2
10 | BiFIEEEE Lock strength 2
11 | FeARIEMALRER T Shell panel holding force
12 Bt 4R 77 (22 8410) Insertion and )
withdraw force (Remove the lock)
13 | WU dr (FRdKmTATE)  Durability 3
14 | JEHEDUKIRE  Crimp tensile Strength 2
15 | #&3) Vibration 4 7
16 | Wlirhidi Mechanical shock 5
17 | #ubhdy Thermal shock 4
18 IR Heat Resistance 5
19 | fKIEMK Cold Resistance 6
20 | mEPE  Humidity 4| 5
21 | #h/KWI%E Salt spray 2
22 | AR Weldability test 2
23 | MR Resistance to soldering heat 2

EREF: 1 (a) WK ATEEAT 5 ik
2. SEIG it FHRE il S8 75 5 0 N PR A8 2 oK o L2k 5 0 s eI 75 4% 6 ) I8 s e 9 7 EL B
Pl B LA A2 b P BEATLURE:




